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Route guidance screen 

During route guidance, various types of 
guidance screens can be displayed de¬ 
pending on conditions. 


• Screen layout 



© |l Show on Mdpj[ Route ll Mdrklf^OfflT 0 1 


IJ 3001 LC 


|T| Distance to the next turn and the 
arrow indicating turning direction 

[2] Current street name 

[ 3 ] Distance and travel/arrival time to 
the destination 

13 Current position 
回 Guidance route 


INFORMATION 

• If the vehicle goes off the guidance 
route, the route is searched again. 

• For some areas, the roads have not 
been completely digitized in our 
database. For this reason, the 
route guidance may select road 
that should not be traveled on. 

• When you arrive at your destina¬ 
tion, the destination name will be 
displayed on the top of the screen. 
Selecting “4,0ff’’ clears the dis- 
play. 

• When the head-up display is on, 
turn-by-turn guidance arrows will 
be displayed on the windshield. 


• During freeway driving 

During freeway driving, the freeway exit in¬ 
formation screen will be displayed. 


This screen displays the distance to the 
next junction and exit, or POIs in the vicin¬ 
ity of the freeway exit. 



|T| Current position 

[ 2 ] Points of Interest that are close to 
a freeway exit 

|~3] Exit number and junction name 

[4] Distance from the current position 
to the exit or junction 

[5] Current street name 

“Map ”： To display the selected map of the 
exit vicinity. 

I ▲ I : To scroll for farther junctions or exits. 

卜 | : To scroll for closer junctions or exits. 

[O] : To scroll for the closest 3 junctions or 
exits. 
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• When approaching a freeway exit or • When approaching an intersection 
junction When the vehicle approaches an intersec- 

When the vehicle approaches an exit or tion, the intersection guidance screen will 
junction, the guidance screen for the free- be displayed. 


way will be displayed. 



INDEPENDENCE .. 嗜 ^^^^^^™ 

3 ___ 

\\ て ■ 豳 B 0.6mi 

…小■遊 i ¥ 嘯#鱗■爆餘戀驗鱗 


1 1 1 Next street name 

[ 2 ] Distance from the current position 
to the exit or junction 

[3] Current position 

“Off ”： The guidance screen on freeway 
disappears and the map screen appears. 

When selecting i-QH intersection [ or push¬ 
ing the “MAP/VOICE” button, the guid- 


[T] Next street name 

[ 2 ] Distance to the intersection 

[3] Current position 

“Off ”： The intersection guidance screen 
disappears and the map screen appears. 

When selecting 自 intersection 1or push¬ 
ing the “MAP/VOICE” button, the inter¬ 
section guidance screen reappears. 


ance screen on freeway reappears. 
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I Show on MdgJI Route J[_ Mark ]I^OffJ| 0 

Exit number, street name contain¬ 
ing number or next street name 

Turn direction 
Distance to the next turn 
Current street name 


Next street name or destination 
name 

Turn direction 
Distance between turns 
Current street name 


ARROW SCREEN 

On this screen, information about next 
turns on the guidance route can be viewed. 


Selecting Arrow_I during guid¬ 

ance displays the arrow screen. 



• Other screens 
TURN LIST SCREEN 

On this screen, the list of turns on the guid¬ 
ance route can be viewed. 


Selecting ISM iurn List 1 during guid¬ 
ance displays the turn list. 



mass 


Eass 
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Typical voice guidance 
prompts 


The voice guidance provides various mes¬ 
sages as you approach an intersection, or 
other point where you need to maneuver 
the vehicle. 



a 

上 

“Proceed about 5 miles to Main 
street.” 

a 

少 

“In half of a mile, right turn onto 
Main street.” 

回 

上 

“Right turn." 

s 

妙 

(Beep sound only) 


INFORMATION 


• The street names may not be pro¬ 
nounced correctly or clearly due to 
text-to-speech function. 

• On freeways, interstates or other 
highways with higher speed limits, 
the voice guidance will be made at 
earlier points than on city streets in 
order to allow time to maneuver. 



HI• “Proceed about 4 miles to the 
traffic circle.” 

[ 2 ] “In half of a mile, traffic circle 
ahead, and then 3rd exit ahead 
onto Main street.” 

[3] 少 “The 3rd exit ahead.” 

[ 4 ] 少 “The exit ahead” 

[5] 上 ^ (Beep sound only) 
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一八 

- - - - » 




One-way 

road 

氺 

1 

' 


f 

1 

1 

One-way road 


*: The system indicates a U-turn if the dis¬ 
tance between two one-way roads (of op¬ 
posite directions) is less than 50 feet (15 
m) in residential areas or 164 feet (50 m) 
in non-residential areas. 


s 

上 

“In half of a mile, make a legal 



U-turn_” 

囹 

少 

“Make a legal U-turn ahead.” 

a 

妙 

(Beep sound only) 
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The system announces the approach to 
the final destination. 

|T| “Your destination is ahead.” 

[ 2 ] 少 “You have arrived at your des¬ 
tination. The route guidance is 
now finished.” 


INFORMATION 

• If the system cannot determine the 
current vehicle position correctly 
(in cases of poor GPS signal recep¬ 
tion), the voice guidance may be 
made early or delayed. 

• If you did not hear the voice guid¬ 
ance command, push the “MAP/ 
VOICE” button to hear it again. 

• To adjust the voice guidance vol¬ 
ume, see “參 Voice volume" on 
page 324. 
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Distance and time to 
destination 



When the vehicle is on the guidance route, 
the distance and the estimated travel/arriv¬ 
al time to the destination are displayed. 
When the vehicle is not on the guidance 
route, the distance and the direction of the 
destination are displayed. 

When driving on the guidance route and 
more than one destination is set, the dis¬ 
tance and the estimated travel/arrival time 
from the current position to each destina¬ 
tion are displayed. 

1.Select this button to display the fol¬ 
lowing screen. 



.WKmmmm 


2. Select the number button to display 
the desired destination. 


The distance, the estimated travel time 
and the estimated arrival time from the cur¬ 
rent position to the selected destination 
are displayed. 

- ^ Estimated travel time is dis- 
40 Played. 

_min 




2 . 3 , 


10:50 

AM 


Estimated arrival time is dis¬ 
played. 


An rval 
Time 


To switch to estimated arrival 
time. 


Tun« 

toOest. 


To switch to estimated travel 
time. 





Displayed while driving off the 
guidance route. The destina¬ 
tion direction is indicated by 
an arrow. 


INFORMATION 


When the venicle is on the guidance 
route，the distance measured along 
the route is displayed. Travel time 
and arrival time is calculated based 
on the sef vehicle speed information. 
(See page 328.) However, when the 
vehicle is not on the guidance route, 
the distance is the linear distance be¬ 
tween the current position and the 
destination. 
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When more than one destination is set, 
you can change the arrival order of the 
destinations. 


m 


You can add destinations and search 
again for the routes. 


a 


is 


1 


Setting and deleting 
destinations — 

— Adding destinations — Reordering destinations 


l q 

ft 


ESTNW t |_ _oj_ 


pennsyl\^!A avenw 



] 」TNNSY い \ む ! AAV 「 N、V _ 麗 ^ J 


H 


- 1.1 ] 



Route 


HI 


Destination 


I Current Position 
(>1 PHILLIPS COLLECTION 


4S 


Add Destination Here 


Add Destination Here 


■IWlillUfl 


4. Select the desired “Add Destination 
Here” to determine the arrival order of 
the additional destination. 


3. Select the desired destination and 
select “Move Up” or “Move Down” to 
change the arrival order. 

4. Select “OK”. 

5. After selecting the destinations, se¬ 
lect “OK' 

The system searches for the guidance 
route again, and displays the entire route. 


Add Destination Here 


2. Select “Add”. 

3. Input an additional destination in 
the same way as the destination 
search. (See “Destination search” on 
page 66.) 

Add Destination ^ I 


2. Select “Reorder”. 
Reorder Destinations 




Please sdect and move destitutions into thdr arrival order: 


^ WASHINGTON PLAZA HOTEL 
PHI 山 PS COLLECTION 
NATIONAL ZOOLOGICAL P... 


Move 

Uf 


Preferences 


Pause Guidance 


Detour 


Overview 


Reorder 


Delete 


Reorder 


Delete 


Add 



,i iS 
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— Deleting destinations 


A set destination can be deleted. 



U3011LC 


4. To delete the destination(s), select 
“Yes' 

If “Yes” is selected, the data cannot be re¬ 
covered. 

If “No” is selected, the previous screen 
will return. 

The system searches for the guidance 
route again, and displays the entire route. 


1.Select “Route”. 



2. Select “Delete”. 

When more than one destination is set, a 
list will be displayed on the screen. 

Delete Destinations _ づ」 


❶ 「WASHINGTON PLAZA HOTEL 
O PHILLIPS COLLECTION 
a NATIONAL ZOOLOGICAL PARK. 



Select AI1 I 「 Delete | 



3. Select the destination for deletion. 

“Select All ”： To select all destinations on 
the list. 

“Unselect All ”： To unselect all of the se¬ 
lected destinations. 

A message appears to confirm the request 
to delete. 
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Setting route — 
— Detour setting 


While the route guidance is operating, you 
can change the route to detour around a 
section of the route where a delay is 
caused by road repairs, or an accident, 
etc. 



1.Select “Route”. 



Detour _ iD I 


1 mile I 3 miles | 5 miles J 

Whole Route I 


■iRTimra 

3. Select the button below to select the 
desired detour distance. 

“1 mile (km)' “3 miles (km)” or “5 miles 

(km)”: Select one of these buttons to start 
the detour process. After detouring, the 
system returns to the original guidance 
route. 

“Whole Route”： By selecting this button, 
the system will calculate an entire new 
route to the destination. 

“Around Traffic”： If you select this button, 
the system will search for the route based 
on the traffic congestion information re¬ 
ceived from XM® NavTraffic. For details, 
see “XM® NavTraffic” on page 112. 


2. Select “Detour”. 
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1.Select Route”. 


This picture shows an example of how the 
system would guide around a delay 
caused by a traffic jam. 

HI This position indicates the location of 
a traffic jam caused by road repairs or 
an accident. 

[ 2 ] This route indicates the detour sug¬ 
gested by the system. 


■ Select “Overview” 


一 Route overview 




The entire route from the current position 
to the destination is displayed. 

“OK ”： To start guidance. 

“Turn List ”： The following screen displays 
the list of the roads up to the destination. 

“Preview ”： To preview the route. 


• When your vehicle is on a freeway, 
the detour distance selections are 
5,15, and 25 miles (km). 

• The system may not be able to cal¬ 
culate a detour route depending on 
the selected distance and sur¬ 
rounding road conditions. 


INFORMATION 




Preferences 


Overview 


Detour 


Delete 


Add 
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I PENNSYLVANIA AVE NW 

J14TH ST NW 

,_ | 

| THOMAS CIR NW 

□ 

I WASHINGTON PLAZA HOTEL 


h ” PENNSYLVvWIA AVE NW 



You can scroll through the list of roads by 

selecting jJ or jJ . However, not all ^ 

road names in the route may appear on the 
list. If a road changes its name without re¬ 
quiring a turn (such as on a street that runs 
through two or more cities), the name 
change will not appear on the list. The 
street names will be displayed in order 
from the starting point, along with the dis¬ 
tance to the next turn. 

Q These marks indicate the 

: direction in which you should 

© turn at an intersection. 2. 

Select “Map” on the “Turn List” screen. 

The point which you choose is displayed ^ 
on the map screen. 

. \ ■ "v 

l' v VI UI/-. r 


1.Select “Route” 


2. Select “Overview” 


■ Turn List 琴 


r^n 


KLIfcJGLE RDJ^ 


© |[ Preview 


OK J © 


3. Select “Preview” 


rel 


Preferences 


Overview 


Detour 


Reorder 


Mdrk 


Route 


0.7 


0.1 mi 
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レ * d 1:To preview the route to the next 
destination. 


丨 ：To preview the route to the next 
destination in fast-forward mode. 

,H | : To stop the preview. 

レ， I: To review the route to the previous 
destination or starting point. 

。 《 I: To review the route to the previous 
destination or starting point in 
fast-forward mode. 

。叫 ： To indicate the previous destina¬ 
tion or starting point. 


— Route preference 

• To select route type 

You can designate the route conditions of 
the route to the destination. 



[Show on Map (i Route |[ Mdrk 『私 0”[「 0 |i 



2. Select “Preferences”. 


Route Preferences 




Route Type 


Quick 


Short 


Alternate 


Select which route features to allow: 
jj W Freeways | J^pToII Roads . | 

| £1 Restricted Roads _| 1Seasonal Roads _ 

I Ferries J —8 Border Crossings 

I OK 1 

■■淋 iira 


3. Select “Quick” ， “Short” or “Alter¬ 
nate” and select “6 k”. 
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I ㊉ I I [Edit Route ][； OK 1| 0 | 


U3071LC 


The entire route from the starting point to 
the destination is displayed. 

“OK ”： To start guidance. 

“Edit Route ”： To change a route. (See 
page 89.) 


• To select route features 

A number of choices are provided on the 
conditions which the system uses to deter¬ 
mine the route to the destination. 




2. Select “Preferences” to change the 
conditions that determine the route to 
the destination. 


Route Preferences 




Route Type 


Quick 


Short 


Select which route features to allow: 
jj. Freeways | 里 ^ P Toll Roads ) 

| A Restricted Roads 11 4A Seasonal Roads 
Ferries | fj— Border Crossings 

Lok I 


3. Select the desired route preference 
by selecting the button. 

When searching for a route, the system will 
avoid routes when the indicator is off. 

4. After choosing the desired route 
preference, select “OK”. 
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— Pausing and resuming 
guidance 


• Starting route from adjacent road 

You can start the route guidance from the 
adjacent road. 


(ex. When route guidance is set on the 
freeway, but the vehicle is driven parallel 
along the freeway.) 



ず .? 1 

4 


1.Select “Route”. 



2 


2. Select “Preferences”. 

Route Preferences ^ I 


© ]|Show on Map I Route Mdrk ll ^Off H 0 |» 


Quick | Short | Alternate | 

Select which roi^Teatures to allow: 



.Select “Route”. 



:. Select “Pause Guidance”. 


INFORMATION 


Without route guidance, “Pause 
Guidance” cannot be used. 


p 叩 ‘? H 


ユ 


Freeways Toll Roads 



| 祖峨 Seasonal Roads 

Ferries F 

| —fl Border Crossings 


Start from Adjacent Road | [ — OK 


1 ■麗: 


3. Select “Start from Adjacent Road”_ 

When there is no adjacent road, this button 
will not be displayed. 



■ 


■ 

動 

1 



n •丁 


The screen will return to the current posi¬ 
tion map without route guidance. 


U 3066 LC 


Pausing guidance. Please select 
"Resume Guidance" from the Route 
menu to restart guidance. 


Route Type 


IJ3034LC 


Route 


Route 


U3011LC 


Route 


U 3011 LC 


IA AVENW 


PENNSYL 
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When the Points of Interest to be displayed 
on the map screen have already been set, 
“Change POI” is displayed. 

Select POI Icons 。丨 


f Other POls 1 | OK 

■IKTlgMIl 


A screen with a limited choice of Points of 
Interest will be displayed. (To change the 
displayed POI, see page 330.) 
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Show on map — 

— Display POI icons 


2. Select “Select POI” to display a par¬ 
ticular type of Point of Interest on the 
screen. 


Resuming guidance. 

Please follow traffic regulations 
at all times. 


^ © J[^Show on hdp |l Route l[ Mdrk j^OffTT 0 T 


The screen will change to the current posi¬ 
tion map with route guidance. 


10 resume guidance 


Points of Interest such as gas stations and 
restaurants can be displayed on the map 
screen. You can also set their location as 
a destination and use them for route guid¬ 
ance. 


mm 




3011 1 r: 


Select Route ■ 


Route 


■ Select Show on Map”. 


BEl 


Show 


Preferences 


! Route ■ I 


Route Trace 
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• Selecting POIs to be displayed 

Up to 5 categories of icons can be dis¬ 
played on the screen. 

Select POI Icons _ ^ J 

Clear 

tilGAS J ATMs J 

|UJ DINlhG ^ PARKS & BEACHES | 

t_ GROCERIES 1HOTELS _| 


f Other POIs ]f Find Local POI I | OK 

伽 M 

Select the desired Point of Interest 
category to display POI location sym¬ 
bols on the map screen. 

By selecting the desired POI category and 
then selecting “OK ”， the selected POI 
icons are displayed on the map screen. 

To turn off the Points of Interest icons on 
the map screen, select “Clear”. 

“Other POIs ”： If the desired Point of Inter¬ 
est can not be found on the limited choice 
screen, select this button. 

“Find Local POI”: When searching for the 
nearest Point of Interest, select this button. 
Then choose one of the categories. The 
system will list the points within 200 miles 
(320 km). (See page 108.) 


Select “Other POIs” on the “Select POI 
■cons” screen. 

When a Point of Interest category is se¬ 
lected from either the limited list or the 
complete list, the screen will display sym¬ 
bols of those locations on the map screen. 


Select POI Icons 



AUTO 

1 TRAVEL / LODGING 

DINING 

| BANKING / ATM | 

SHOPPING 

| REC & ATTRACTION | 

EMERGENCY & MED 

| SVC & COMMUNITY 」 


List All Cdtepories 


Select the desired POI categories. 

The selected category icon appears on the 
top left of the screen. 

By selecting the desired POI category and 
then selecting “OK ”， the selected POI 
icons are displayed on the map screen. 

If the desired POI category is not on the 
screen, select “List All Categories” to list 
all POI categories. 
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Select POI Icons 





Lfi76 _ 1 

Ld 

53 AIRPORTS | 

^ ALBERTSONS 


l »- 1 Aini - 1 



More 




Select the desired POI categories from 
the list. 

The selected category icon appears on the 
top left of the screen. 

By selecting the desired POI category and 
then selecting “OK ”， the selected POI 
icons are displayed on the map screen. 

To return to the POI category selection 
screen, select “More”. 


• To display the local POI list 

Points of Interest that are within 200 miles 
(320 km) of the current position will be 
listed from among the selected categories. 

Select POI Icons _ ^ J 

Clear 


LilGAS - 1 H 

W DINING 

b GROCERIES \ 


ATMs 


J 


PARKS & BEACHES | 

«J 


HOTELS 


Other POIs j [ Find Local POI I 


OK 




1.Select “Find Local POI 55 on the JJ Se- 
lect POI Icons” screen. 


Find Local POI I 


- BASSETT'S ORIGINA.... 


MARKET TO MARKET . 


l a QUICK PITA DELITE 

Q^KE9 

CITY LIGHTS OF CHL.. 


^ EVERYTHING YOG... 

^kheeh 


Sort Nei . 」 


iJ 

ll 


1 ■め闲 M 


2. Select the button of the desired 
Point of Interest. 

The selected Points of Interest are dis¬ 
played on the map screen. 

“Near ".’’： To search for Points of Interest 
near the current position or along the 
route. 
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"Near Here” ： When "Near Here" is se¬ 
lected, the list of Points of Interest near the 
current position will be displayed. 

“Along My Route” ： When “Along My 
Route” is selected, the list of Points of In¬ 
terest along the route will be displayed. 


• To set a POI as a destination 

You can select one of the Points of Interest 
icons on the map screen as a destination 
and use it for route guidance. 


CAFE PHILLIPS 


i 







I © |l Show on MdpJ[Enter ^|l Mdrk If^Off 




1. Directly select the Point of Interest 
icon that you want to set as a destina¬ 
tion. 

The map will shift so that the icon is cen¬ 
tered on the screen and overlaps with the 
cursor - 〇 -. At this time, the distance from 
the current position is displayed on the 
screen. The distance shown is measured 
as a straight line from the current vehicle 
position to the POI. 

2. When the desired Point of Interest 
overlaps with the cursor, select “Enter 

The screen changes and displays the map 
location of the selected destination and 
route preference. (See “Starting route 
guidance” on page 86.) 
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• To hide POI icons 



[出 on Mop ][bUet cl][Mdfk l[^Off]f J 


U3068LC 


1.Select “Show on Map”. 



2. Select “POI Icons”. 

The “POI Icons” indicator is dimmed. 

The map screen will be displayed with the 
POI icons hidden. 

To display the POI icons again, select “POI 
Icons” on the “Show on Map” screen. 


— Route trace 

It is possible to store the traveled route up 
to124 miles (200 km) and retrace the route 
on the display. 


INFORMATION 

This feature is available on the map 
with more detailed map scale than 30 
mile (50 km). 
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r ' 1 \y€NNSYLVANIA AVE N 


AVE NW _j^NNSYLVANIA AVE NW 

wm 1 ,: ■ 謂 l|TP!l|PRI7lI^* 


Select Show on Map . 


Select Show on Map . 


Show on Map 

■KB 


Change POl 


stop recording the route trace 


300ft 


2. Select “Route Trace”. 2. Select “Route Trace”. The following 

“Route Trace” indicator is highlighted. screen will be displayed. 



Selecting “Yes” stops recording and the 
route trace remains displayed on the 
screen. 

Selecting “No” stops recording and the 
route trace is erased. 
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XM® NavTraffic 

The XM® NavTraffic service that allows the 
navigation system to display traffic infor¬ 
mation on the map is available if your satel¬ 
lite radio tuner can receive traffic informa¬ 
tion. 

To receive the XM® NavTraffic service, a 
subscription to the XM® Satellite Radio 
with NavTraffic is necessary. 

The XM® NavTraffic is available in the con¬ 
tiguous 48 U.S. states and some Canadian 
cities. For details about the XM® NavTraf¬ 
fic service coverage area, refer to 
www.xmradio.com (U.S.A.) or www.xmra- 
dio.ca (CANADA). 

• How to activate the XM® NavTraffic 
service 

To receive the XM® NavTraffic service, 
it is necessary to activate the service. 
To activate the service, an extra fee is 
required in addition to subscription 
fees for the XM® Satellite Radio. For 
details about service and activation, 
call XM® Listener Care Center at 
1-877-515-3987 (U.S.A.) or 

1 - 877-438-9677 (CANADA). 

Customers should have their radio ID 
ready; the radio ID can be found by select¬ 
ing “channel 000 ” on the radio. For details, 
see “(b) Displaying the radio ID” on page 
178. 

XM® Satellite Radio has the responsibility 
for all fees and service, they are subject to 
change. 


The following operations can be per¬ 
formed. 

• Show XM® NavTraffic Information 

Traffic information is displayed on the map. 
(See page 113.) 

• Auto Avoid Traffic 

If any heavy congestion or moderate traffic 
has been detected on the guidance route, 
it may be possible for you to select another 
route offered by the system. (See page 
329.) 

• Traffic Voice Guidance 

Traffic information is provided using voice 
guidance. (See page 324.) 

春 Show Free Flowing Traffic 

Freely flowing traffic is shown by the arrow 
on the map. (See page 330.) 


INFORMATION 


• Traffic voice guidance is available 
only in English. To select English, 
see Selecting a language” on 
page 315. 

• When the “Traffic Information” in¬ 
dicator is dimmed, “Auto Avoid 
Traffic”, “Traffic Voice Guidance” 
and lt Show Free Flowing Traffic 
will not operate. 
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Ei14 AVE/PARSO 


<► o 3.8mi 4min 

国 FERRY PTPAR 

Ci 1. 8mi Irra'n 


oi-95s 




窃描頌職 i 班 

「馳 


ESSS^KIi 300 ft 




画 

颧 

ra 

卜 95 S P 

卿 



“Traffic Information” indicator is high¬ 
lighted. 


卜 On Freeway information screen 
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[T] XM® NavTraffic icon 

When any traffic information has been 
received, the XM® NavTraffic icon will 
appear on the map screen. Selecting the 
XM® NavTraffic icon on the screen will 
start voice guidance for the traffic informa¬ 
tion. (See page 44.) 


INFORMATION 

When the XM® NavTraffic icon is se¬ 
lected, voice guidance for the traffic 
information will start even if “Off” for 
“Traffic Voice Guidance” is selected. 


[ 2 ] XM® NavTraffic information arrow 

When any XM® NavTraffic information has 
been received, the XM® NavTraffic infor¬ 
mation arrow will appear on the map 
screen. The color of the arrow changes 
depending on the traffic information re¬ 
ceived. 

“Orange ”： Heavy congestion 
“Yellow ”： Moderate traffic 


[3] XM® NavTraffic indicator 

When any XM® NavTraffic information has 
been received, the XM® NavTraffic indica¬ 
tor will appear on the screen. The color of 
the indicator changes depending on the 
traffic information received. 

“White ”： Traffic information has been re¬ 
ceived. 

“Yellow ”： Traffic restriction information on 
the guidance route has been received 
(screen button*). 

“Orange”: Congestion information on the 
guidance route has been received (screen 
button*). 

*: Selecting the XM® NavTraffic indicator 
will start voice guidance. 


“Green ”： Freely flowing traffic 
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